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LS Used on dowels that must pierce materials.

Another tapering style, be�er for smaller parts.

Generally used to help guide a part into a hole.

Provides for a pleasing end appearance.

Used in parts that must press-�t a hole and be removed.

POINTING

CHAMFERING

TAPERING

ROUNDING

SLOTTING

BORING & DRILLING
Used for joining and a�aching parts.

Slots can be made in any con�guration, including lengthwise.

Up to 1/2” the diameter of the dowel.
Drilling at angles is also available.

Automated Capability

		  Diameter		  Lengths
		  1/8”				   1” - 12”
		  3/16”			   1” - 18”
		  1/4”, 5/16”		  1” - 33”
		  3/8” and up		  1” - 48”

Other dimensions are available as custom operations.

SLABBING
For decorative purposes or specialized ��ing appplications. �e entire length or a portion of the dowel can be slabbed-

no limitations on degree.
GROOVING & BEADING

For decorative purposes or to enhance glue dispersion.			   Diameters		  Lengths
			   1/4” - 3/4”		  up to 48”

THREADING
Used in conjunction with tapped wood parts to 

facilitate adjustment, leveling or a�achment. 
5 to 8 threads per inch, depending on diameter.

SANDING
For a smooth feel or to create a clean 
application for staining or �nishing.

PAINTING & RESTAINING
For a more a�ractive and lively part.

Any size.

One to four coats for full, deep color. Tumbled or dipped. 
Any variation of paint or stain.

PRESSING & RE-SIZING
For resizing dowels to a more accurate diameter.

CUSTOM SERVICES Saunders Brothers can perform almost any operation you require on a special operation dowel, 
including a�aching parts or partial assembly of products.

Tolerance range
+ .005 - .003

BASIC DOWEL FACTS
Materials 
White hardwoods including birch, 
beech, and maple. Ash and other 
species are also readily available.  

STANDARD LENGTHS

Any length from 1/4” to 48”. 
Longer lengths are available.

DIAMETER TOLERANCE
+/- 1/64” up to 3/4”

+/- 1/32”, 7/8” and up

LENGTH TOLERANCE
+/- 1/16”

STANDARD DIAMETERS
         1/8”	      1/2”	 1-3/8”

     5/32”         5/8”      1-1/2”
     3/16”        3/4”	 1-5/8”
     1/4”          7/8”	 1-3/4”
     5/16”        1”		  1-7/8”
     3/8”          1-1/8”	2”
     7/16”        1-1/4”

OPERATION FUNCTION SPECIFICATIONS

Phone - 800-343-0675
Email: sales@saundersbros.com
Web: www.saundersbros.com


